COVENTRY CLASS X FRIGATE

CONTSRUCTION DATA:
MODEL MNUMBER-

DATE ENTERING SERVICE-
MUMEBER CONTSRUCTED-

HULL DATA:
SUPERSTRUCTURE FOINTS-
DAMAGE CHART-

SIZE:

LENGTH-

WIDTH-

HEIGHT-

WEIGHT-
CARGO:

CARGO UNITS-
CARGO CAPACITY-
LANDIMG CAPACITY-

EGUIFPMENT DATA:

COGNTROL COMPUTER TYFE-
TRAMESPORTERS:
STAMDARD SIX MAM-
EMERGENCY 22 MAN-
CARGC-

OTHER DATA:

CREW-

SHUTTLECRAFT-

ENGINES AND POWER DATA:
TOTAL POWER UNITS AVAILABLE-
MOVEMENT POINT RATIO-
WARP ENGIME TYPE-

NUMBER-

POWER UMNITS AVAILABLE-
STRESS CHARTS-

MAXIMUM SAFE CRUSING SPEED-
EMERGENCY SPEED-

IMPULSE EMNGINE TYPFPE-

POWER UMITS AVAILABLE-

WEAFOMES AND FIRING DATA:
BEAM WEAFOM TYPE-

NUMBER -
FIRING ARCS-
FIRIMG CHART-
MAXIMUM FOWER-
DAMAGE MCDIFIERS-
2
b |
MISSILE WEAPON TYPE-
NUMBER -
FIRING ARCS-
FIRING CHART-
POWER TO ARM-
DAMAGE -

Mk IX
1/9407
14

27

c

24=. 1M
127.1M
54.1M

150,000 MT

400 SCU
20,000 MT
NONE

M3

28

3471
FWD-1

2
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SHIELDS DATA:

DEFLECTOR SHIELD TYPE- FSN

SHIELD POINT RATIO- 172

MAXIMUM SHIELD POWER- 16
COMBAT EFFICENCY:

n- 82.61

WDF -~ 45.4

CE- 37.5
NOTES:

THE COVENTRY CLASSX FRIGATE WAS THE PREDASESSOR TO THE DARAN

CLASB IX FRIGATE. BUILT JUST BEFORE THE FOUR YEARS WAR THE

COVENTRY PROVIDED EXCELLENT SUPPORT IN TASK FORCES. OUT OF THE
FOURTEEN BUILT FOUR WERE DESTROYED IMN ACTION DURRING THE FOUR
YEARS WAR, THREE WERE SCRAFPED AND SEVEN CURRENTLY ARE IN USE BY
STARFLEET TRAINING CCMMAND.




